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Researching Sustainably (Studies on Net Zero in Laboratories)

Laboratories are key facilities in the frontline research work society needs to answer many
of the world’s most pressing problems. The strict requirements laboratories impose on
indoor environment controls, along with the strong focus the experiments being undertaken
attracts however, often means the potentially negative effects associated with the
construction and operation of laboratory buildings are overlooked.

As Australia’s pre-eminent research organisation, the CSIRO is keen to address this. Carrying
out a good deal of research into climate change themselves, the CSIRO has ambitious
targets to reach net zero greenhouse emissions in place, as an organisation by 2030.

With this target in mind, in 2021 Students and academics from the University of Melbourne
joined forces with selected consultants from industry and CSIRO’s property sustainability
team to explore the question of net zero laboratory design. The work was undertaken as a
part of the ‘i-Hub’ affordable heating and cooling program, an ‘innovation hub’ initiated by
AIRAH, and funded by Australia’s renewable energy agency, ARENA.

The premise of the studios was to marry architecture and engineering more closely together
at the early design stage, to generate building solutions that excel both in their architectural
outcomes as well as their technical performance. This concept is known as ‘Integrated
Design’.

The Integrated Design Studios (IDSs) process.

The resulting integrated design studio (IDS), that was set up developed a brief for what was
considered a typical CSIRO ‘PC2’ laboratory building. This was then used as a case study on
which masters level student designers (both architects and engineers in the same studio),
prepared building designs. Design outcomes were then vetted by consultants for feasibility
in reducing carbon outcomes.

The studio found reductions of approximately 50% in the business-as-usual operational
energy demands from grid were possible. This was achieved through the culmination of
demand reductions from the introduction of passive design measures and energy efficient



specifications (18%), and on-site renewable generation typically provided by roof top
photovoltaics (33%).

Some of the systems and technological approaches adopted in designs were:

e Passive principles for solar heating and summer control, natural ventilation, and use
of daylight.

e Facade optimisation (transparency ratio) and building envelope performance.

e Innovative heat pump and insulation solutions. (Including ground sourced heat,
earth insulation, and evaporative cooling solutions)

e Photovoltaic panels.

e Timber construction (where appropriate).

e Roof-top and ground level landscaping including water capture/treatment.

The energy demands and specific functional requirements of laboratory equipment were
included in the total energy demand of the building but not considered in the energy use
reduction pathway. With future developments in equipment technology and further

detailed analysis of these energy demands, a net-zero energy laboratory may be feasible.

Right now, based on the estimated reduced demand on grid energy, net zero operation
carbon is possible through off-site renewable energy generation, for example through a
Power Purchase Agreement (PPA).

Extending the scope of ‘net-zero’ to embodied carbon in materials, the student’s schemes
were also interrogated against business-as-usual structural systems. This showed up to 35%
reductions in upfront embodied carbon were able to be achieved through use of timber and
low carbon concrete (cement replacement) structural systems. Many of the designs
employed a different structural system for laboratory spaces relative to the rest of the
building recognising the more onerous vibration control requirements that exist for
laboratory floors.

Health and Well-being

One of the principal tenets of integrated design is to include as many discipline and
stakeholder representatives in the early design process as possible. This is done with the
aim of generating designs and including building elements that serve as many end functions
as possible at the one time. Many of the strategies adopted not only contributed to low
environmental impact and carbon savings but were also chosen as they had positive impacts
on occupant health, well-being and productivity.

The final outcomes developed represented a step forward to more informed laboratory
building designs that simultaneously reduce energy use and carbon footprint while
providing a healthy and enjoyable place in which to work.

Link to Miro board with student projects (and images):
https://miro.com/app/board/09) IfelLxvo=/?invite link id=364302617168

Feel free to browse and look at other potential images. Let us know if you have any trouble
finding the ones we have screenshotted below.



Passive design

e High performing building envelope
Optimized glazing and solar control
Natural ventilation solutions

Active technologies
e Innovative cooling solutions
e Energy efficient services at detailed design phase

Renewable energy
e Solar panels and battery storage

Low embodied carbon Health and holistic

e  Mass timber structure sustainability
for office spaces e Maximised landscaped
Substitute cementious area with drought
materials (SCMs) in tolerant native species
concrete Water collection,
Recycled steel recycling and re-use
reinforcement and
concrete aggregate

Low carbon design hierarchy (compliments Atelier Ten feasibility vetting report)

This studio aligned with the ambitions of the
client, CSIRO, through a brief that addressed the
specific functional challenges of a PC2 laboratory
while enhancing its environment rather than
consuming it. The designers were tasked with
minimising the operational and embodied carbon
emissions associated with their scheme and
aligning their design with the UN Sustainable
Development Goals (SDGs).
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Figure 4-5 Reduced Operational Carbon Breakdown

Energy demand reductions (compliments Atelier Ten feasibility vetting report)

Example student work, Zirui Wang



Recycled Timber
Sunshading

600mm depth recycied timber
sunshading device are placed

on the north facade to ensure
sufficient natural light without
owverheating the interioe,

Water recycling

e or will be collected
in & watertank for filtration. The
fitered water will be used for the
the todiets and the roof garden
irrigation.

Courtyard
for Natural Light

The two-storey deep coutyand
to the east brings sufficient
natural light to the ground floor
laboratory, The courtyard facade
is angled 30 degrees 1o the noeth
to increase the intake of natural
lighe.

(EATHE)

earth to air heat exchangers

EATHE system uses soll a5 a heat source and air as the

and the air leads ta the cooling or heating operation.

This application is proven to improve the underground
buldlnq’s thermal comfort and meanwhile reduce the energy

Customised
Solar Panel Roofs
The roof area is distributed in such 3 wary

&S 1o maximise the area of the solar panels
wide ensuring nstursl light in the intenor.

The aptimum criemation and sinking depth

will aliow the solar panels on the north sde
to recesve a great amount of solar radiation.

N
Roof Top Garden

Rooftop gardens contribute to
the reduction and filtering of

Tt also helping mam
ion of

systems.

poiluted air particles and gases.

energy heating,
ventilation, and asr conditioning

Engineer Timber Structure

The south sice of the buliding will be

of concrete and metal will help the
butding to be more eco-friendly.

Rainwater Harvesting

85 greywater in & storage tank for
recycling use. ‘/\

/

Curved Hollow Contrecre Slabs

" Top-lighting with

Heliostat System

Remotable helostat mirrors on the
structure of tap-lighting can alter

/

vertical Ventilation
Shaft

The vertical Ventiistion Shaft
lﬁmdb’mﬂnﬂw

the direction of the
according to the sun tracking
information during a day. In this
way enough natural Bgm an

easily reach a depth of 8 metres
ind.

Stack Ventilation

The four-storey atrium will be
active with high efficiency stack
ventilation, which will improve the
air quality o0 the undergrounc
floors and reduce energy
‘consumption throughout the
budding.

curved hollow contrecre floor slabs are applied

in lab part of the bulding. it can absorb the
ar froe outsice bacause of its thermal mass,

‘When the need anse, the control systems

can

ion paths right through the

open ventilati
concrete slab to cooling the builging. and
when its in winter, the water ¢
through the concrete siab is heated to give
gentle underfioor heating. It could help
reducing energy consumption of the building.

Example student work, sustainability initiatives, Zirui Wang

wﬂdmmm;

lab space is located on the
second basement level, and
six Ventilstion Shafts, equally

help underground buildings to
channel smoke and other harmful
gases during fire and laboratoey
accdents.

Cross Ventilation

INGoY!
air quality while reduding energy
consumption.

Earth-covered building

temperature of around 14°C
m the context o' This

could help the
the heating W cooling in
both winter and summer to &
minimum, substantially recuce
energy demand and require ess
maintenance,

2.Eco-fr

a5 a carbon sink and a habitat for
native flora and fauna.

3.Provide protection agairst
natural elements.
‘Semi-underground I']

can be more easily to
provide pratection aganst natural
elements such as bush fires and
flooding.

4. Mmu-:m
An earth-cavered

be effactive in
Mumnmxmm
earth provides acoustic

against external noise from the
103d to the north and east of the
building from affecting actrities
In the isboratory.
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RADIATION ANALYSIS ON BUILDING ENVELOPE

Example student work, Frank Guo
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